
1

8

35’

GS-6301, REV.3 2020-9-29



• 7/16" Wrench
• 1/2" Wrench
• 3/4" Wrench
• 1/4" Wrench
• 3/32" Wrench
• 17 mm Wrench
• Utility knife
• Phillips screwdriver

• EXO Crimp frame
• Ground wire clamp (included)
• USB flash drive
• Cable tester
• Hand level 

• Flat-head screwdriver
• 1/2" Drill bit
• 5/32" Allen wrench (included)
• Mounting bracket
• CAT5e test cable
• 24AWG Shielded CAT5e cable
• RJ-45 Crimper
• Laptop (with GRIDSMART Client installed)

• DLG Di-120b 
 Tester
 

1 2

2

1

3

2
1

1
INFO

CONFIGURE

i

4

1
INFO

CONFIGURE

i

1 2

Not applicable for GS-3-GS2-MM
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2 Take 7’ extension pole, 3’ elbow/SMARTMOUNT 
Body/SMARTMOUNT Bell assembly in bucket above 
the road.
Install 7’ extension pole to mounting bracket (follow 
mounting bracket instructions). 

SMARTMOUNT LU: 7’ extension is not included. 
Skip step 3 and install 3’ elbow to mounting bracket.
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STOP SMARTMOUNT Luminaire (LU): Follow the instructions in the “Before You Start Guide” provided with your LU kit before 
proceeding to Step 5.
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